
Model : MK III

Weather Display 

CC-2000 Computer Interface  

WeatherView32 Screen Virtual Weahter Station screen 

Portable Weather Station 

Features특징용도 Applications

+

+

+

소형 · 경량화(3kg) 설계로 이동 측정이 용이함

무선 Data 전송으로 원거리에서 모니터링 및 

Data Down Load 가능

태양전지로 AC 전원 불필요

+

+

대기 기상(온도, 습도, 풍향, 풍속, 기압, 강수량등) 측정

체감 온도 및 열파 지수 산출

C O N F I G U R A T I O N S

O P T I O N A L    A C C E S S O R I E S

S P E C I F I C A T I O N S

1 ea

1 ea

1 ea

Range

Accuracy

Resolution

Range

Accuracy

Resolution

Range

Range

Range

Accuracy

Accuracy

Accuracy

Range

Accuracy

Resolution

Range

Accuracy

Resolution

Scale

Accuracy

Resolution

Range

Accuracy

Resolution

3.18kg

343(D)×838(L) mm

Weight

Size

Wind Speed

Wind Direction

Temperature

Relative Humidity

Dew Point

Barometer

Rainfall

0-67m/s

0 to 360 degree

-54℃ to 74℃

0% to 100%

-4℃ to +60℃

-54℃ to +71℃

-88℃ to +74℃

551-1084 mbar(hpa)

unlimited

±5 degree

1%

±0.5℃

±2%

±2% of F.S.

±1.0℃

±1.0℃

±1.0℃

±1.69 mbar

±2%

10 degree

1.0m/s

0.1 degree

1.0 mbar

0.25mm

0℃ to 50℃

±0.5℃

0.1 degree

Outside Inside

Temperature/Heat Index

Wind Chill

MK III, weather station package

Sensor assembly 

Integrated rain gauge

 3 foot galvanized steel tripod for the sensor assembly

Computer Interface, receiver and wall-transformer with 

WeatherView32 and virtual weather station 

Weather oracle display with connector

Transformer 220V (overseas)

Transformer 220V (overseas)

Manual

 1 ea 

 1 ea 

 

 1 ea 

 1 ea 

 1 ea 

 1 ea 

 1 ea 
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