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Model : R-Log
SPECIFICATIONS
Parameter / Sensor Range Resolution Accuracy
Temp. & RH Sensor Temp. : =30 ~+70TC 01T +0.1T
RH : 0 ~100% 0.10% +2.5%
Black Globe Sensor - 40 ~+80°C 0.1°C See tab. 1
Wet Bulb Temperature Sensor 0 ~ 80°C ; 01°C See tab. 1
Hot Wire Anemometric Sensor 0 ~ 20 m/sec 0.01 m/s 0.05m/s or +4%
Luxmetric Sensor 0 ~ 100,000 Lux 2 Lux +2 Lux
Gas Measurement princile Range QOutput Power supply
coO Electro—cemical 0—-1000ppm 60-300mV 12Vce
CcO Electro—cemical 0—1000ppm 4—20mA 8-15Vce
NO Electro—cemical 0-100 ppm 60-300mV 12Vee
NO Electro—cemical 0-100 ppm 4-20mA 8-15Vce
NO2 Electro—cemical 0-20ppm 60-300mV 12Vee
NO2 Electro—cemical 0—20ppm 4-20mA 8—-15Vce
S02 Electro—cemical 0—20ppm 60—-300mV 12Vee
S0O2 Electro—cemical 0—-20ppm 4-20mA 8-15Vce
NH3 Electro—cemical 0-50ppm 60-300mV 12Vee
NH3 Electro—cemical 0-50ppm 4-20mA 8-15Vce
H2S Electro—cemical 0—-50ppm 4-20mA 12Vce
H2S Electro—cemical 0-50ppm 60-300mV 8-15Vce
H2 Electro—cemical 0-2000ppm 60-300mVv 12Vcce
H2 Electro—cemical 0-2000ppm 4-20mA 8—-15Vcc
02 Electro—cemical 0-25%, 60-300mV 12Vce
co2 Intrared 0-3000ppm 60—-300mV 12Vee




