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SPECIFICATIONS
e 8533 e
Type Desktop(DRX) Handheld(DRX)
Sensor Type 90° light scattering
Aerosol Concentration Range 0.001~150 mg/m?
Partide Size Range 0.1~15um
Resolution +0.1% or 0.001mg/m?3
Zero Stability +0.002mg/m over 24hours at 10sec time constant
Display PM1,2.5,10, and TSP
Flow Rate 3.0liter/min
Flow Accuracy +5%
Temp Coefficient +0.001mg/m?® per C
Operation Temp 0~ 50C
Storage Temp —-20 ~ 60T
Time Constant User Adjustable, 1~60 sec
Data Logging 5MB of on—board memory (>60,000 data points),
45days at 1min, logging interval
Log Interval User Adjustable, 1~3600 sec
Gravimetric Sampler 37mm cartridge —
Screen 5.7in VGA Color Touch 3.5in VGA Color Touch
Battery 6600mAH Li—ion 3600mAH Li-ion
Size (HWD) 135 X 216 X 224mm 125 X 121 X 316mm
Weight 1.6Kg 1.3Kg
2.0Kg—1 Battery 1.5Kg (With Battery)
2.5Kg—2 Batteries
Battery information
6600mAH Li—ion Battery Pack(8533) Battery 1 Battery 2
Battery Runtime (hours) Up to 6 Up to 12
Charge Time (hours) in DustTrak 4 8
Charge Time (hours) in external battery charger 4 8
3600mAH Li—ion Battery Pack(8534) Battery
Battery Runtime (hours) Upto B
Charge Time (hours) in DustTrak 4
Charge Time (hours) in external battery charger 4




